
DIP SERVICE OR DEAD END LINE

WAT-8

4" X 4" WOOD MARKER

PROPERTY
LINE 12

"

15'

GRADE

7.5' MINIMUM COVER
REQUIRED   OVER TOP OF
WATER MAIN.
INSTALL 1" CORPORATION,
CURB STOP  AND STAND WITH
1" COPPER PIG TAIL TO 24"
ABOVE GRADE.

ALL JOINTS IN THE WATER
LATERAL STUB SHALL BE
RESTRAINED  TO THE TEE.

TAP CORPORATION STOP  IN
THE CENTER OF PLUG

CL. 52 DIP CORPORATION STOP

PROVIDE CONDUCTIVITY
STRAP (TYP.). MINIMUM
1/16"X3/4" WIDE FLAT
COPPER STRIP.

3'-5'
SPOOL

COARSE FILTER AGGREGATE
PER MNDOT SPEC. 3149.2.H.
COVER WITH MINIMUM 4 MIL.
THICKNESS POLYETHYLENE.

TIE RODS
TYPICAL.

8" CONC. BLOCK
TIE ALL FITTINGS WITH MIN. OF TWO, 3/4"
DIAM. GALVANIZED RODS & MEGALUGS. CURB STOP

PLATE NO.

STANDARD DETAILS

COTTAGE GROVE, MINNESOTA

JANUARY 2022


